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1
METHOD AND DEVICE FOR
IMPLEMENTING LTE BASEBAND
RESOURCE POOL

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of International Appli-
cation No. PCT/CN2011/082612, filed on Nov. 22, 2011,
which is hereby incorporated by reference in its entirety.

FIELD OF THE INVENTION

The present invention relates to the field of communica-
tions technologies, and in particular, to a method and a device
for implementing a baseband resource pool in an LTE base
station.

BACKGROUND OF THE INVENTION

An LTE (Long Term Evolution, long term evolution) base
station usually includes a baseband processing module, and is
configured to implement a baseband function, which includes
aphysical layer protocol, algorithms and features relative to a
baseband. Once the base station is deployed, a processing
capability is relatively stable. With the evolution of the pro-
tocol and the development of a future service, a high require-
ment is proposed for a baseband processing capability gradu-
ally. A few years later, a processing capability of an original
baseband processing unit, for example, a baseband board,
usually cannot satisfy requirements of new features and algo-
rithms. However, operators usually expect to protect the exist-
ing investment, and reduce the effect on the existing service at
the same time. Therefore, the operators put forward a require-
ment of a baseband resource pool between boards, to improve
the baseband processing capability through a manner of add-
ing the baseband processing unit.

At present, with the popularization of smart terminals, the
number of users in a cell continuously increases. In an LTE
base station, the number of on-line and handover users need-
ing cell support is more and more, the increase of the number
of users may lead to that the baseband processing capability
of an SRS (Sounding Reference Signal, sounding reference
signal) and the PUCCH (Physical Uplink Control Channel,
physical uplink control channel) channel needed by uplink
measuring and feed backing also needs to increase greatly.

In addition, the newly added feature and algorithm of the
protocol also put forward a higher requirement for the base-
band processing capability of the control channel. For
example, an OTDOA (Observed Time Difference of Arrival,
observed time difference of arrival) positioning service
requires that the SRS channel is used to measure position
information of a UE (User Equipment, user equipment).

In addition, with the continuous development of a multi-
antenna technology of the protocol, the requirement for the
processing capability of uplink and downlink service chan-
nels also continuously increases.

In the LTE base station, the problem of the insufficient
processing capability of the existing baseband module needs
to be solved through a baseband resource pool technology.
The existing baseband resource pool technology usually
implements baseband resource sharing in a baseband pro-
cessing module, such as a baseband board, and implements
exchange of redundant cell data between baseband modules.
There is no technical solution for implementing processing
capability extension between the baseband boards through
the baseband resource pool.
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2
SUMMARY OF THE INVENTION

The present invention provides a method for implementing
a baseband resource pool in an LTE base station, so as to
implement baseband processing capability extension
between baseband boards through the baseband resource
pool.

In order to implement the foregoing objectives, the present
invention provides the following technical solutions.

The LTE base station includes a main control module, a
master board and a slave board, where the master board and
the slave board each include a baseband processing module.
The method includes:

configuring, by the main control module, information of a
cell needing load sharing on the master board to the slave
board;

modifying, by the main control module, an SRS configu-
ration parameter of the cell according to a baseband process-
ing capability of the LTE base station;

configuring, by the main control module, an SRS resource
allocation policy of the cell;

configuring, by the main control module, user information
in the cell to each of the master board and the slave board, or
configuring the user information to each of the master board
and the slave board according to load balance; and

performing load sharing processing, by the master board
and the slave board, on an SRS signal of a user according to
the SRS resource allocation policy.

The present invention further provides a method for imple-
menting a baseband resource pool in an LTE base station. The
LTE base station includes a main control module, an 1.2
scheduling module, a master board and a slave board, where
the master board and the slave board each include a baseband
processing module. The method includes:

configuring, by the main control module, information of a
cell needing load sharing on the master board to the slave
board;

modifying, by the main control module, a configuration
parameter of the cell according to a baseband processing
capability of the LTE base station;

configuring, by the main control module, user information
in the cell to each of the master board and the slave board, or
configuring the user information to each of the master board
and the slave board according to load balance;

allocating, by the 1.2 scheduling module according to the
load balance, uplink users needing to be processed at a current
TTI to the master board and the slave board for processing;
and

processing, by each of the master board and the slave
board, the PUSCH (Physical Uplink Shared Channel, physi-
cal uplink shared channel) and the PUCCH of an uplink user.

The present invention further provides a method for imple-
menting a baseband resource pool in an LTE base station. The
LTE base station includes a main control module, an 1.2
scheduling module, an intermediate radio frequency module,
a master board and a slave board, where the master board and
the slave board each include a baseband processing module.
The method includes:

configuring, by the main control module, information of a
cell needing load sharing on the master board to the slave
board;

modifying, by the main control module, a configuration
parameter of the cell according to a baseband processing
capability of the LTE base station;

configuring, by the main control module, user information
in the cell to each of the master board and the slave board, or
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configuring the user information to each of the master board
and the slave board according to load balance;

allocating, by the L2 scheduling module according to the
load balance, downlink users needing to be processed at a
current TTT to the master board and the slave board for pro-
cessing;

performing bit-level processing, by each of the master
board and the slave board, on a PDSCH TB (Physical Down-
link Shared Channel Transport Block, physical downlink
shared channel transport block) block of a downlink user;

sending, by the slave board, data after the bit-level process-
ing to the master board; and

processing, by the master board, all the data after the bit-
level processing, and sending a processing result to the inter-
mediate radio frequency module.

The present invention further provides a device for imple-
menting a baseband resource pool in an LTE base station,
including: a main control module, a master board and a slave
board, where:

the main control module is configured to configure infor-
mation of a cell needing load sharing on the master board to
the slave board, modify a sounding reference signal SRS
configuration parameter of the cell according to a baseband
processing capability of the LTE base station, configure an
SRS resource allocation policy of the cell, configure user
information in the cell to each of the master board and the
slave board, or configure the user information to each of the
master board and the slave board according to load balance;
and

the master board and the slave board each include a base-
band processing module, and are configured to perform load
sharing processing on an SRS signal of a user according to the
SRS resource allocation policy.

The present invention further provides a method and a
device for implementing a baseband resource pool in an LTE
base station, where the device includes a main control mod-
ule, an [.2 scheduling module, a master board and a slave
board, where:

the main control module is configured to configure infor-
mation of a cell needing load sharing on the master board to
the slave board, modify a configuration parameter of the cell
according to a baseband processing capability of the LTE
base station, configure user information in the cell to each of
the master board and the slave board, or configure the user
information to each of the master board and the slave board
according to load balance;

the [.2 scheduling module is configured to allocate, accord-
ing to the load balance, uplink users needing to be processed
at a current TTI to the master board and the slave board for
processing; and

the master board and the slave board each include a base-
band processing module, and each are configured to process
the PUSCH and the PUCCH of an uplink user.

The present invention further provides a method and a
device for implementing a baseband resource pool in an LTE
base station, where the device includes a main control mod-
ule, an L2 scheduling module, an intermediate radio fre-
quency module, a master board and a slave board, where:

the main control module is configured to configure infor-
mation of a cell needing load sharing on the master board to
the slave board, modify a configuration parameter of the cell
according to a baseband processing capability of the LTE
base station, configure user information in the cell to each of
the master board and the slave board, or configure the user
information to each of the master board and the slave board
according to load balance;
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the L2 scheduling module is configured to allocate, accord-
ing to the load balance, downlink users needing to be pro-
cessed at a current TTI to the master board and the slave board
for processing;

the slave board includes a baseband processing module,
and is configured to perform bit-level processing ona PDSCH
TB block of a downlink user, and send data after the bit-level
processing to the master board;

the master board includes a baseband processing module,
and is configured to perform bit-level processing on the
PDSCH TB block of the downlink user, process all the data
after the bit-level processing and send a processing result to
the intermediate radio frequency module; and

the intermediate radio frequency module is configured to
receive the processing result sent by the master board.

In the method and the device for implementing a baseband
resource pool in an LTE base station provided by the present
invention, the slave board including the baseband processing
module is added, thereby improving the baseband processing
capability of the LTE base station.

BRIEF DESCRIPTION OF THE DRAWINGS

To illustrate the technical solutions according to the
embodiments of the present invention or in the prior art more
clearly, the accompanying drawings required for describing
the embodiments or the prior art are introduced below briefly.
Apparently, the accompanying drawings in the following
descriptions merely show some of the embodiments of the
present invention, and persons of ordinary skill in the art can
obtain other drawings according to the accompanying draw-
ings without creative efforts.

FIG. 1 is a schematic diagram of a method for implement-
ing a baseband resource pool in an LTE base station provided
by an embodiment of the present invention;

FIG. 2 is a diagram of an inter-board interface of a base-
band resource pool in an LTE base station provided by an
embodiment of the present invention;

FIG. 3 is a schematic diagram of cross-baseband board data
interaction in an LTE base station provided by an embodi-
ment of the present invention;

FIG. 4 is a flow chart of a method for implementing a
baseband resource pool in an LTE base station provided by an
embodiment of the present invention;

FIG. 5 is a schematic diagram of a method for implement-
ing a baseband resource pool in an LTE base station provided
by an embodiment of the present invention;

FIG. 6 is a diagram of an inter-board interface of a base-
band resource pool in an LTE base station provided by an
embodiment of the present invention;

FIG. 7 is a flow chart of a method for implementing a
baseband resource pool in an LTE base station provided by an
embodiment of the present invention;

FIG. 8 is a schematic diagram of a method for implement-
ing a baseband resource pool in an LTE base station provided
by an embodiment of the present invention;

FIG. 9 is a flow chart of a method for implementing a
baseband resource pool in an LTE base station provided by an
embodiment of the present invention;

FIG. 10 is a diagram of an inter-board interface of a base-
band resource pool in an LTE base station provided by an
embodiment of the present invention;

FIG. 11 is a structural diagram of a device for implement-
ing a baseband resource pool in an LTE base station provided
by an embodiment of the present invention;
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FIG. 12 is a structural diagram of a device for implement-
ing a baseband resource pool in an LTE base station provided
by an embodiment of the present invention; and

FIG. 13 is a structural diagram of a device for implement-
ing a baseband resource pool in an LTE base station provided
by an embodiment of the present invention.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

In order for persons skilled in the art to better understand
the technical solutions of the present invention, the technical
solutions in the embodiments of the present invention are
hereinafter described clearly and completely with reference
to the accompanying drawings in the embodiments of the
present invention. Evidently, the described embodiments are
only some exemplary embodiments of the present invention,
rather than all embodiments of the present invention. All other
embodiments obtained by persons with ordinary skill in the
art based on the embodiments of the present invention with-
out creative efforts shall fall within the protection scope of the
present invention.

The terms “system” and “network™ in this document can
always be exchanged for use in this document. The term
“and/or” in this document is only an association relationship
for describing associated objects, and represents that three
relationships may exist, for example, A and/or B may repre-
sent the following three cases: A exists separately, and both A
and B exist, and B exists separately. In addition, the character
“/” in this document usually represents that the former and
later associated objects are in a “or” relationship.

An existing baseband resource pool technology is usually
classified into the following three kinds.

First is improving a hardware processing capability of a
baseband processing module on a baseband board, so as to
reach objectives of protocol supporting, algorithm evolution,
new feature supporting, and capacity improvement.

Second is baseband resource sharing. The baseband board
in an LTE base station usually adopts multiple baseband
processing units, and supports multiple sectors. A probability
that peak values occur in services of multiple sectors at the
same time is low. Therefore, a baseband processing capability
may be shared in multiple sectors, thereby reducing the whole
configuration requirement of the baseband processing capa-
bility, and saving a cost.

Third is baseband resource redundant backup and energy
saving. That is, by adding a baseband processing module or
using an idle resource of the module, when a cell service
cannot be used due to the failure in part of baseband
resources, the service is migrated to a new resource, thereby
keeping continuity of the service, and improving reliability of
a system.

It can be seen that, an existing baseband resource pool
technology usually implements baseband resource sharing in
a baseband board, and implements exchange of redundant
cell data between baseband modules. In this way, the cost of
a single baseband board increases, and if user capacity in a
cell coverage area is small, resources may be wasted.

In the prior art, there is no technical solution for imple-
menting processing capability extension between baseband
boards through a baseband resource pool.

In terms of the foregoing defects, an embodiment of the
present invention provides a method for implementing a base-
band resource pool in an LTE base station. The LTE base
station includes a main control module, a master board and a
slave board, where the master board and the slave board each
include a baseband processing module. The method includes:
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6

configuring, by the main control module, information of a
cell needing load sharing on the master board to the slave
board;

modifying, by the main control module, an SRS configu-
ration parameter of the cell according to a baseband process-
ing capability of the LTE base station;

configuring, by the main control module, an SRS resource
allocation policy of the cell;

configuring, by the main control module, user information
in the cell to each of the master board and the slave board, or
configuring user information to each of the master board and
the slave board according to load balance; and

performing load sharing processing, by the master board
and the slave board, on an SRS signal of a user according to
the SRS resource allocation policy.

The present invention further provides a method for imple-
menting a baseband resource pool in an LTE base station. The
LTE base station includes a main control module, an 1.2
scheduling module, a master board and a slave board, where
the master board and the slave board each include a baseband
processing module. The method includes:

configuring, by the main control module, information of a
cell needing load sharing on the master board to the slave
board;

modifying, by the main control module, a configuration
parameter of the cell according to a baseband processing
capability of the LTE base station;

configuring, by the main control module, user information
in the cell to each of the master board and the slave board, or
configuring user information to each of the master board and
the slave board according to load balance;

allocating, by the 1.2 scheduling module according to the
load balance, uplink users needing to be processed at a current
TTI to the master board and the slave board for processing;
and

processing, by each the master board and the slave board,
the PUSCH and the PUCCH of an uplink user.

The present invention further provides a method for imple-
menting a baseband resource pool in an LTE base station. The
LTE base station includes a main control module, an 1.2
scheduling module, an intermediate radio frequency module,
a master board and a slave board, where the master board and
the slave board each include a baseband processing module.
The method includes:

configuring, by the main control module, information of a
cell needing load sharing on the master board to the slave
board;

modifying, by the main control module, a configuration
parameter of the cell according to a baseband processing
capability of the LTE base station;

configuring, by the main control module, user information
in the cell to each of the master board and the slave board, or
configuring user information to each of the master board and
the slave board according to load balance;

allocating, by the 1.2 scheduling module according to the
load balance, downlink users needing to be processed at a
current TTT to the master board and the slave board for pro-
cessing;

performing, by each of the master board and the slave
board, bit-level processing on a PDSCH TB block of a down-
link user;

sending, by the slave board, data after the bit-level process-
ing to the master board; and

processing, by the master board, all the data after the bit-
level processing, and sending a processing result to the inter-
mediate radio frequency module.
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The embodiments are further illustrated through specific
implementation manners and with reference to the accompa-
nying drawings.

Embodiment 1

FIG. 4 is a flow chart of a method for implementing a
baseband resource pool in an LTE base station provided by an
embodiment of the present invention. Referring to FIG. 4:

Step 401: The LTE base station includes a main control
module, a master board and a slave board, where the master
board and the slave board each include a baseband processing
module, and the main control module configures information
of'a cell needing load sharing on the master board to the slave
board.

In this step, a baseband processing module is added in a
manner of adding a slave board, and multiple baseband pro-
cessing modules may be added, that is, one or more slave
board may be added. An original baseband board including a
baseband processing module in the LTE base station, that is,
in an eNB, acts as a master board. The main control module
configures information of a cell needing load sharing on the
master board to the baseband processing module of the slave
board.

Step 402: The main control module modifies an SRS con-
figuration parameter of the cell according to a baseband pro-
cessing capability of the LTE base station.

The main control module may modify the SRS configura-
tion parameter of the cell, such as shortening an SRS period of
the cell, or shortening the SRS period of a user, or increasing
the number of SRS user code divisions, so as to support more
UEs of the cell to send an SRS signal, and improve user
capacity of the cell.

Step 403: The main control module configures an SRS
resource allocation policy of the cell.

The main control module allocates, according to user quan-
tity, SRS signals of the users to the master board and the slave
board to perform load sharing processing.

Step 404: The main control module configures user infor-
mation in the cell to each of the master board and the slave
board, or configures the user information to each of the master
board and the slave board according to load balance.

Step 405: The master board and the slave board each per-
form load sharing processing on an SRS signal of a user
according to the SRS resource allocation policy.

The master board and the slave board each demodulate and
decode the SRS signal of the user configured by the main
control module according to the SRS configuration parameter
of'the cell and the SRS configuration parameter of the user at
a current TTI (Transmission Time Interval, transmission time
interval).

Step 406: The master board and the slave board each report
a processing result to an L2 scheduling module.

In this embodiment, the LTE base station may further
include an [.2 scheduling module, and the .2 scheduling
module is usually located on the master board, or is located on
the baseband board where the main control module is located.
Therefore, the slave board needs to send uplink data, uplink
control signaling and the processing result of the user to the
L2 scheduling module through an inter-board interface.

This embodiment relates to cross-baseband board data
interaction, and the specific interaction manner is as shown in
FIG. 3: the main control module sends information of a cell
needing load sharing and user configuration information to
the baseband processing module on the master board and the
baseband processing module on the slave board through an
inter-board exchange interface, and then the main control
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module configures the inter-board interface, and forwards an
uplink time domain signal or an uplink frequency domain
signal of a cell needing load sharing to an exchange interface
of the slave board through an inter-board time domain
exchange interface, so as to send the signal to the baseband
processing module on the slave board. The baseband process-
ing module of the slave board may also send a part of pro-
cessing results to the baseband processing module of the
master board through an inter-board exchange interface or
may directly send it to the main control module, which mainly
depends on a specific baseband processing algorithm.

Embodiment 2

FIG. 7 is a flow chart of a method for implementing a
baseband resource pool in an LTE base station provided by an
embodiment of the present invention. Referring to FIG. 7:

Step 701: The LTE base station includes a main control
module, an [.2 scheduling module, a master board and a slave
board, where the master board and the slave board each
include a baseband processing module, and the main control
module configures information of a cell needing load sharing
on the master board to the slave board.

In this step, the baseband processing module is added in a
manner of adding the slave board, and multiple baseband
processing modules may be added, that is, one or more slave
board may be added. An original baseband board including
the baseband processing module in an LTE base station, that
is, in an eNB, acts as the master board. The main control
module configures information of a cell needing load sharing
on the master board to the baseband processing module of the
slave board.

Step 702: The main control module modifies a configura-
tion parameter of the cell according to a baseband processing
capability of the LTE base station.

The main control module can modify the PUCCH configu-
ration of a user, to shorten the PUCCH period of the user, and
to increase the number of activated cell users that a baseband
module can process. Alternatively, the number of uplink users
scheduled at each TTI or the number of RBs can be increased,
s0 as to add an uplink throughput rate.

Step 703: The main control module configures user infor-
mation in the cell to each of the master board and the slave
board, or configures user information to each of the master
board and the slave board according to load balance.

Step 704: The 1.2 scheduling module allocates, according
to the load balance, uplink users needing to be processed at a
current TTT to the master board and the slave board for pro-
cessing.

The L2 scheduling module allocates, according to the load
balance, uplink users needing to be processed at a current TTI
to the master board and the slave board for processing; and
sends uplink scheduling indication to each of the master
board and the slave board.

Step 705: The master board and the slave board each pro-
cess the PUSCH and the PUCCH of an uplink user.

According to the uplink scheduling indication sent by the
L2 scheduling module in step 704, the master board and the
slave board each demodulate the PUSCH and decode the
PUCCH of an uplink user allocated by the 1.2 scheduling
module.

Step 706: The master board and the slave board each send
a processing result to the [.2 scheduling module.

The L2 scheduling module is usually located on the master
board, or is located on the baseband board where the main
control module is located, and therefore, the slave board
needs to send uplink data, uplink control signaling and the
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processing result of the user to the [.2 scheduling module
through the inter-board interface.

This embodiment relates to cross-baseband board data
interaction, and the specific interaction manner is as
described in Embodiment 1.

Embodiment 3

FIG. 9 is a flow chart of a method for implementing a
baseband resource pool in an LTE base station provided by
another embodiment of the present invention. As shown in
FIG. 9:

Step 901: The LTE base station includes a main control
module, an [.2 scheduling module, an intermediate radio
frequency module, a master board and a slave board, where
the master board and the slave board each include a baseband
processing module, and the main control module configures
information of a cell needing load sharing on the master board
to the slave board.

In this step, a baseband processing module is added in a
manner of adding a slave board, and multiple baseband pro-
cessing modules may be added, that is, one or more slave
board may be added. An original baseband board including
the baseband processing module in the LTE base station, that
is, in an eNB, acts as the master board. The main control
module configures information of a cell needing load sharing
on the master board to the baseband processing module of the
slave board.

Step 902: The main control module modifies a configura-
tion parameter of the cell according to a baseband processing
capability of the L'TE base station.

The main control module may increase the number of
downlink users scheduled at each TTI and downlink data
traffic needing to be sent, thereby improving the downlink
throughput of the cell.

Step 903: The main control module configures user infor-
mation in the cell to each of the master board and the slave
board, or configures the user information to each of the master
board and the slave board according to load balance.

Step 904: The 1.2 scheduling module allocates, according
to the load balance, downlink users needing to be processed at
a current TTI to the master board and the slave board for
processing.

The L2 scheduling module is usually located on the master
board, or is located on the baseband board where the main
control module is located. The 1.2 scheduling module allo-
cates, according to the load balance, downlink users needing
to be processed at a current TTI to the master board and the
slave board for processing, and sends downlink scheduling
indication to each of the master board and the slave board.

Step 905: The master board and the slave board each per-
form bit-level processing on a PDSCH TB block of a down-
link user.

According to the downlink scheduling indication sent by
the L2 scheduling module in step 904, the master board and
the slave board each perform processing, such as Trubo cod-
ing, interleaving, rate matching, modulation, on the PDSCH
TB block of a downlink user allocated by the [.2 scheduling
module.

Step 906: The slave board sends data after the bit-level
processing to the master board.

According to definition of an LTE protocol, all user data
needs to be mapped to corresponding antennas in a frequency
domain, undergoes time domain and frequency domain con-
version and is sent to the intermediate radio frequency mod-
ule, and then is transmitted through the antennas. Therefore,
data of each user after the bit-level processing needs to be
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combined, and mapped in the frequency domain. This func-
tion may be performed in the baseband processing module of
the master board. Therefore, the baseband processing module
of the slave board needs to send user data after the bit-level
processing to the baseband processing module of the master
board through an inter-board interface.

Step 907: The master board processes all the data that has
undergone the bit-level processing, and sends a processing
result to the intermediate radio frequency module.

The master board, according to the downlink scheduling
indication, maps all the data that has undergone the bit-level
processing to the antennas in the frequency domain, and after
precoding the data and performing frequency domain and
time domain conversion on the data, sends the data to the
intermediate radio frequency module.

All the data after the bit-level processing includes data
obtained after the master board performs bit-level processing
on the PDSCH TB block of the user, and data obtained after
the slave board performs the bit-level processing on the
PDSCH TB block of the user and sent to the master board.

This embodiment relates to cross-baseband board data
interaction, and the specific interaction manner is as the
description in Embodiment 1.

In the method for implementing a baseband resource pool
in an LTE base station provided by the embodiment of the
present invention, a baseband processing module is added in
a manner of adding a slave baseband board, load sharing
processing between baseband processing modules on a mas-
ter baseband board and a slave baseband board improves the
baseband processing capability of the LTE base station, and
supports the improvement of the specification of the LTE base
station.

Embodiment 4

As shown in FIG. 11, on the basis of the foregoing method
embodiment, an embodiment of the present invention further
provides a method and a device for implementing a baseband
resource pool in an LTE base station, where the device
includes a main control module, a master board and a slave
board.

The main control module is configured to configure infor-
mation of a cell needing load sharing on the master board to
the slave board, modify a sounding reference signal SRS
configuration parameter of the cell according to a baseband
processing capability of the LTE base station, configure an
SRS resource allocation policy of the cell, configure user
information in the cell to each of the master board and the
slave board, or configure user information to each of the
master board and the slave board according to load balance.

The master board and the slave board each include a base-
band processing module, and each are configured to perform
load sharing processing on an SRS signal of a user according
to the SRS resource allocation policy.

The device may further include an 1.2 scheduling module.
After performing load sharing processing on the SRS signal
of the user, the master board and the slave board each report
a processing result to the [.2 scheduling module.

The configuring the SRS resource allocation policy of the
cell refers to that the main control module allocates, accord-
ing to user quantity, SRS signals of the users to the master
board and the slave board to perform load sharing processing.

The processing refers to demodulating and decoding the
SRS signal.

Embodiment 5

As shown in FIG. 12, on the basis of the foregoing method
embodiment, an embodiment of the present invention further



US 9,344,917 B2

11

provides a method and a device for implementing a baseband
resource pool in an LTE base station, where the device
includes a main control module, an [.2 scheduling module, a
master board and a slave board.

The main control module is configured to configure infor-
mation of a cell needing load sharing on the master board to
the slave board, modify a configuration parameter of the cell
according to a baseband processing capability of the LTE
base station, configure user information in the cell to each of
the master board and the slave board, or configure user infor-
mation to each of the master board and the slave board accord-
ing to load balance.

The L2 scheduling module is configured to allocate,
according to the load balance, uplink users needing to be
processed at a current TTI to the master board and the slave
board for processing, and is further configured to receive a
processing result sent by each of the master board and the
slave board.

The master board and the slave board each include a base-
band processing module, and each are configured to process
the PUSCH and the PUCCH of an uplink user.

The processing refers to demodulating the PUSCH and
decoding the PUCCH.

The [.2 scheduling module is located on the master board,
or is located on the baseband board where the main control
module is located. In this embodiment, FIG. 12 is a set-up
diagram when an .2 scheduling module is located on a master
board.

Embodiment 6

As shown in FIG. 13, on the basis of the foregoing method
embodiment, an embodiment of the present invention further
provides a method and a device for implementing a baseband
resource pool in an LTE base station, wherein the device
includes a main control module, an .2 scheduling module, an
intermediate radio frequency module, a master board and a
slave board.

The main control module is configured to configure infor-
mation of a cell needing load sharing on the master board to
the slave board, modify a configuration parameter of the cell
according to a baseband processing capability of the LTE
base station, configure user information in the cell to each of
the master board and the slave board, or configure user infor-
mation to each the master board and the slave board according
to load balance.

The L2 scheduling module is configured to allocate,
according to the load balance, downlink users needing to be
processed at a current TTI to the master board and the slave
board for processing.

The slave board includes a baseband processing module,
and is configured to perform bit-level processing ona PDSCH
TB block of a downlink user, and send data after the bit-level
processing to the master board.

The master board includes a baseband processing module,
and is configured to perform bit-level processing ona PDSCH
TB block of the downlink user, process all the data that has
undergone the bit-level processing and send a processing
result to the intermediate radio frequency module.

The intermediate radio frequency module is configured to
receive the processing result sent by the master board.

The bit-level processing refers to performing one or several
of Turbo coding, interleaving, rate matching on the PDSCH
TB block of the downlink user.

The processing refers to that the master board maps all the
data that has undergone the bit-level processing to antennas in
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a frequency domain, and precodes the data and performs
frequency domain and time domain conversion on the data.

All the data that has undergone the bit-level processing
refers to data obtained after the master board and the slave
board each perform the bit-level processing on the PDSCH
TB block of the downlink user.

The L2 scheduling module is located on the master board,
or is located on the baseband board where the main control
module is located. In this embodiment, FIG. 13 is a set-up
diagram when an .2 scheduling module is located on a master
board.

Those skilled in the art may clearly understand that for the
convenience and brevity of description, for the specific work-
ing processes of the system, the apparatus, and the unit
described above, reference may be made to the corresponding
processes in the above method embodiments, and no repeated
description is provided herein.

In several embodiments of the present invention, it should
be understood that the disclosed system, apparatus, and
method may be implemented in other manners. For example,
the described device embodiments are merely exemplary. For
example, the unit division is merely logical function division
and can be other division in actual implementation. For
example, multiple units or components can be combined or
integrated into another system, or some features can be
ignored or not performed. In addition, the displayed or dis-
cussed mutual couplings or direct couplings or communica-
tion connections are implemented through some interfaces.
The indirect couplings or communication connections
between the devices or units may be implemented in elec-
tronic, mechanical or other forms.

The units described as separate parts may be or may not be
physically separate, and parts displayed as units may be or
may not be physical units, that is, may be located in one
position, or may be distributed on multiple network elements.
A part or all of the units may be selected according to actual
requirements to achieve the objectives of the solutions of the
embodiments.

In addition, function units in each embodiment of the
present invention may be integrated into a processing unit, or
each of the units may exist alone physically, or two or more
units are integrated into a unit. The integrated unit may be
implemented in a form of hardware, or may be implemented
in a form of a software functional unit.

The integrated unit, if implemented in the form of a soft-
ware functional unit and sold or used as a separate product,
may be stored in a computer-readable storage medium. Based
on such understanding, the technical solutions of the present
invention in essence, or the part that makes a contribution to
the prior art, or all or a part of the technical solutions may be
implemented in the form of software product, where the com-
puter software product is stored in a storage medium and
includes multiple instructions to enable a computer device
(which may be a personal computer, a server, or a network
device)to execute all or a part of the method described in each
embodiment of the present invention. The storage medium
includes: any medium that can store program code, such as a
U-disk, a removable hard disk, a read-only memory (ROM,
Read-Only Memory), a random access memory (RAM, Ran-
dom Access Memory), a magnetic disk, or a CD-ROM.

The above description is merely about the exemplary
embodiments of the present invention, which makes persons
skilled in the art understand or implement the present inven-
tion. Various modifications of the embodiments are apparent
to persons of ordinary skill in the art, and general principles
defined in the document can be implemented in other embodi-
ments without departing from the spirit or scope of the present
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invention. Therefore, the present invention will not be limited
to the embodiments described in the document but extends to
the widest scope that complies with the principles and novelty
disclosed in the document.

What is claimed is:

1. A method for implementing a baseband resource pool in
an LTE (Long Term Evolution) base station, wherein the LTE
base station comprises a main control module, a master board
and a slave board, and the master board and the slave board
each comprise a baseband processing module, the method
comprising:

configuring, by the main control module, information of a

cell needing load sharing on the master board to the slave
board;
modifying, by the main control module, a sounding refer-
ence signal SRS configuration parameter of the cell
according to a baseband processing capability of the
LTE base station;

allocating, by the main control module according to user
quantity, SRS signals of the users to the master board
and the slave board to perform load sharing processing;

configuring, by the main control module, user information
in the cell to each of the master board and the slave
board, or configuring user information to each of the
master board and the slave board according to load bal-
ance; and

performing the load sharing processing, by each of the

master board and the slave board, on an SRS signal of a
user according to the SRS signals of the users allocated
to the master board and the slave board, comprising
processing, by each of the master board and the slave
board, the SRS signal of the user, according to the SRS
configuration parameter of the cell and an SRS configu-
ration parameter of the user at a current transmission
time interval TTI.

2. The method according to claim 1, wherein the process-
ing refers to demodulating and decoding the SRS signal.

3. The method according to claim 1, wherein the number of
the slave boards is more than one.

4. A method for implementing a baseband resource pool in
an LTE (Long Term Evolution) base station, wherein the LTE
base station comprises a main control module, a Layer 2 (L2)
scheduling module, a master board and a slave board, and the
master board and the slave board each comprise a baseband
processing module, the method comprising:

configuring, by the main control module, information of a

cell needing load sharing on the master board to the slave
board;

modifying, by the main control module, a configuration

parameter ofthe cell according to a baseband processing
capability of the LTE base station;

configuring, by the main control module, user information

in the cell to each of the master board and the slave
board, or configuring user information to each of the
master board and the slave board according to load bal-
ance;

allocating, by the L2 scheduling module according to the

load balance, uplink users needing to be processed at a
current TTI (Transmission Time Interval) to the master
board and the slave board for processing; and
processing, by each of the master board and the slave
board, a physical uplink shared channel PUSCH and a
physical uplink control channel PUCCH of an uplink
user wherein the modifying, by the main control mod-
ule, the configuration parameter of the cell comprises:
modifying, by the main control module, the PUCCH con-
figuration parameter of the user, or increasing the num-
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ber of uplink users scheduled at each TTI or increasing
the number of resource blocks RBs.

5. The method according to claim 4, after allocating, by the
L2 scheduling module according to the load balance, uplink
users needing to be processed at a current TTI to the master
board and the slave board for processing, further comprising:

sending, by the .2 scheduling module, uplink scheduling

indication to each of the master board and the slave
board;

wherein processing, by each of the master board and the

slave board, a physical uplink shared channel PUSCH
and a physical uplink control channel PUCCH of an
uplink user comprises:

processing, by each of the master board and the slave board

according to the uplink scheduling indication sent by the
L2 scheduling module, the PUSCH and the PUCCH of
an uplink user allocated by the 1.2 scheduling module.

6. The method according to claim 4, wherein the process-
ing refers to demodulating and decoding the PUSCH and the
PUCCH.

7. The method according to claims 4, wherein the number
of the slave boards is more than one.

8. A method for implementing a baseband resource pool in
an LTE (Long Term Evolution) base station, wherein the LTE
base station comprises a main control module, a Layer 2 (L2)
scheduling module, an intermediate radio frequency module,
amaster board and a slave board, and the master board and the
slave board each comprise a baseband processing module, the
method comprising:

configuring, by the main control module, information of a

cell needing load sharing on the master board to the slave
board;

modifying, by the main control module, a configuration

parameter of the cell according to a baseband processing
capability of the LTE base station;

configuring, by the main control module, user information

in the cell to each of the master board and the slave
board, or configuring user information to each of the
master board and the slave board according to load bal-
ance;

allocating, by the 1.2 scheduling module according to the

load balance, downlink users needing to be processed at
acurrent T'TI (Transmission Time Interval) to the master
board and the slave board for processing;

performing bit-level processing, by each of the master

board and the slave board, a physical downlink shared
channel transport block PDSCH TB block of a downlink
user;
sending, by the slave board, data that has undergone the
bit-level processing to the master board; and

processing, by the master board, all data that has undergone
the bit-level processing, and sending a processing result
to the intermediate radio frequency module, wherein the
modifying, by the main control module, the configura-
tion parameter of the cell comprises:

increasing, by the main control module, the number of

downlink users scheduled at each TTI and downlink data
traffic needing to be sent.

9. The method according to claim 8, wherein the bit-level
processing is any one or any combination of the following:

Turbo coding, interleaving, rate matching, and modulation.

10. The method according to claim 8, wherein all the data
that has undergone the bit-level processing is data obtained
after the master board and the slave board each perform the
bit-level processing on the PDSCH TB block of the downlink
user.
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11. The method according to claim 8, after allocating, by
the .2 scheduling module according to the load balance,
downlink users needing to be processed ata current TTI to the
master board and the slave board for processing, further com-
prising:

sending, by the L2 scheduling module, downlink schedul-

ing indication to each of the master board and the slave
board;

wherein processing, by the master board, all data that has

undergone the bit-level processing, and sending a pro-
cessing result to the intermediate radio frequency mod-
ule comprises:

processing, by the master board according to the downlink

scheduling indication sent by the [.2 scheduling module,
all the data that has undergone the bit-level processing
and sending the processing result to the intermediate
radio frequency module.

12. The method according to claim 8, wherein the process-
ing refers to that the master board maps all the data that has
undergone the bit-level processing to antennas in a frequency
domain, and precodes the data and performs frequency
domain and time domain conversion on the data.

13. The method according to claims 8, wherein the number
of the slave boards is more than one.

14. A device for implementing a baseband resource pool in
an LTE (Long Term Evolution) base station, wherein the
device comprising:

a computing device, comprising:

a main control module;

a master board; and

a slave board, wherein

the main control module is configured to configure infor-

mation of a cell needing load sharing on the master board
to the slave board, modify a sounding reference signal
SRS configuration parameter of the cell according to a
baseband processing capability of the LTE base station,
allocate SRS signals of the users to the master board and
the slave board to perform load sharing processing
according to user quantity, configure user information in
the cell to each of the master board and the slave board,
or configure user information to each ofthe master board
and the slave board according to load balance; and

the master board and the slave board each comprise a

baseband processing module, and each are configured to
perform the load sharing processing on an SRS signal of
auser according to the SRS signals of the users allocated
to the master board and the slave board, comprising
processing, by each of the master board and the slave
board, the SRS signal of the user, according to the SRS
configuration parameter of the cell and an SRS configu-
ration parameter of the user at a current transmission
time interval TTI.

15. The device according to claims 14, wherein the number
of the slave boards is more than one.

16. The device according to claim 14, wherein a Layer 2
(L2) scheduling module is located on the master board, or is
located on a baseband board where the main control module
is located.

17. A device for implementing a baseband resource pool in
an LTE (Long Term Evolution) base station, wherein the
device comprising:

a computing device, comprising:

a main control module;

a Layer 2 (L.2) scheduling module;

a master board; and

a slave board, wherein
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the main control module is configured to configure infor-
mation ofa cell needing load sharing on the master board
to the slave board, modify a configuration parameter of
the cell according to a baseband processing capability of
the LTE base station, configure user information in the
cell to each of the master board and the slave board, or
configure user information to each of the master board
and the slave board according to load balance;

the L2 scheduling module is configured to allocate, accord-

ing to the load balance, uplink users needing to be pro-
cessed at a current TTI (Transmission Time Interval) to
the master board and the slave board for processing; and

the master board and the slave board each comprise a

baseband processing module, and each are configured to
process the PUSCH (Physical Uplink Shared Channel)
and the PUCCH (Physical Uplink Control Channel) of
an uplink user, wherein the modify, by the main control
module, the configuration parameter of the cell com-
prises:

modifying, by the main control module, the PUCCH con-

figuration parameter of the user, or increasing the num-
ber of uplink users scheduled at each TTI or increasing
the number of resource blocks RBs.
18. The device according to claim 17, wherein the [.2
scheduling module is located on the master board, or is
located on a baseband board where the main control module
is located.
19. The device according to claims 17, wherein the number
of the slave boards is more than one.
20. A device for implementing a baseband resource pool in
an LTE (Long Term Evolution) base station, wherein the
device comprising:
a computing device, comprising:
a main control module;
a Layer 2 (1.2) scheduling module;
an intermediate radio frequency module;
a master board; and
a slave board, wherein
the main control module is configured to configure infor-
mation ofa cell needing load sharing on the master board
to the slave board, modify a configuration parameter of
the cell according to a baseband processing capability of
the LTE base station, configure user information in the
cell to each of the master board and the slave board, or
configure user information to each of the master board
and the slave board according to load balance;
the L2 scheduling module is configured to allocate, accord-
ing to the load balance, downlink users needing to be
processed at a current TTI (Transmission Time Interval)
to the master board and the slave board for processing;

the slave board comprises a baseband processing module,
and is configured to perform bit-level processing on a
PDSCH TB (Physical Downlink Shared Channel Trans-
port Block) block of a downlink user, and send data that
has undergone the bit-level processing to the master
board;

the master board comprises a baseband processing module,

and is configured to perform bit-level processing on the
PDSCH TB block of the downlink user, process all data
that has undergone the bit-level processing and send a
processing result to the intermediate radio frequency
module; and

the intermediate radio frequency module is configured to

receive the processing result sent by the master board,
wherein the modify, by the main control module, the
configuration parameter of the cell comprises:
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increasing, by the main control module, the number of
downlink users scheduled at each TTT and downlink data
traffic needing to be sent.

21. The device according to claims 20, wherein the number
of the slave boards is more than one.

22. The device according to claim 20, wherein the [.2
scheduling module is located on the master board, or is
located on a baseband board where the main control module
is located.
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